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Verktyg och reservdelar
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Illustration av produkt, delar och artikelnummer

English
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Product assembly
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Svenska

Stang av huvudkranen innan du byter blandare.

English

Switch off main shut-off valve before changing

mixer tap.

Svenska

Installationen ska utféras i enlighet med
branschreglerna Séaker Vatteninstallation.

English

Installation shall be carried out in accordance with
Industry Regulations Saker Vatteninstallation.
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EN 817 | EN 1717

Svenska

RSK Nr: 8276475 8276476
8276477 8276478 8276479
8276480 8276481 8276482
8276483 8276484 8276485
8276486 8276487

English

RSK No: 8276475 8276476
8276477 8276478 8276479
8276480 8276481 8276482
8276483 8276484 8276485
8276486 8276487
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Svenska Svenska

Rekommenderad Rekommenderat arbetstryck:
varmvattentemperatur: 60°C 1-5bar

Max. varmvattentemperatur: ~ Max. statiskt tryck: 10 bar
80°C Max. provningstryck: 16 bar
English Engllsh

Recommended hot water Recomm.ended working
temperature: 60°C pressure: 1-5 bar

Max. static pressure: 10 bar

Max. hot water temperature: Max. test pressure: 16 bar

80°C
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Svenska Svenska
Tata de 6ppna ytorna med silikon for att forhindra Silikonfogmassan maste vara vatten- och

vatten fran att tranga in i bankskivan vid mogelbesténdig och lamplig for installationen, i
eventuellt lackage. Silikon medféljer ej. enlighet med EN 15651-3, klass XS1.

English English

Seal the open surfaces with silicone to prevent Silicone sealant must be water- and mould-
water from penetrating the worktop upon any resistant and suitable for the installation,

leaks. Silicone is not included. according to EN 15651-3, Class XS1.
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Svenska

Roranslutningen maste vara plan och fri fran
vassa kanter.

English
The pipe connection needs to be flat and free
from sharp edges.

Svenska

OBS! Dra aldrig at for hart; slangar och
packningar kan skadas.

English
IMPORTANT! Do not tighten too hard: this can
damage hoses/pipes and washers.
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Svenska

Innan anvandning: skruva loss filtret med ett
mynt och |at vatten rinna igenom nagra minuter.
Skruva sedan pa filtret igen.

OBS! Dra inte at for hart; filtret kan skadas.

Svenska
Kontrollera regelbundet att installationen ar tat.

English
Check at regular intervals to make sure that the
installation is not leaking.

English

Before use: Unscrew the Aerator/Flow Guide with
a coin and allow the water to run freely for a few
minutes. Then screw the Aerator/Flow Guide back
in place up to the stop DO NOT OVER TIGHTEN.
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